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VOLUME COUNTERS

SIZE: 3" x 3 1/2" x 5 3/8" long
(7.6cm x 8.9cm x 14.0cm)

CASE: Waterproof 1/4" thick extruded T-6061
aluminum with 3/8" bullet-proof Lexon
face. Cover  included.

WEIGHT: 2 lb. (.9 kg)

POWER: Three "C" cell flashlight batteries or two
3.5 volt lithium batteries

TIME DELAY 1/2 sec. to 10 sec. time delay. Adjust-
ADJUSTMENTS: able on counter face with small screw

driver (provided).

SENSITIVITY Sensitivity range is adjustable from 0
ADJUSTMENTS: to 100% on counter face with small

screw driver.

OPTIONAL: External trigger output for triggering
camera systems or inputting count data
to time interval recorders such as the
TT-74, TT-501 (Pegasus) and TT-2001
and Omni-Data pod*.

TEMP. RANGE: -20° F to 120° F
-30° C to 60° C

*Omni-Data Pod is a Trademark of Omni-Data, Logan, Utah.

SEISMIC / PASSIVE INFRA-RED COUNTER

SEE OTHER SIDE FOR SENSORS AND ACCESSORIES

Traffic Tally 3
#TT-3, counter unit for
•SEISMIC GEOPHONE SENSOR
•PASSIVE INFRA-RED SENSOR

◊ 6 digit liquid crystal display
◊ Magnetic zero reset
◊ "C" cell flashlight or lithium battery
◊ Waterproof / compact / lightweight
◊ 1/4" thick extruded aluminum case
  with lock and cover
◊ Face panel adjustable sensitivity
◊ Face panel adjustable time delay
◊ Easy to operate

Features:

INFRA-RED SENSOR (Passive Infra-Red):
Will measure personnel up to 50 feet away on trails. Sensor
can be mounted in any position. Comes with 10 feet of all
weather shielded cable. The passive infra-red sensor has a
2" diameter sensing area at 12' from sensor and 4' diameter
at 24 feet from sensor (for more information see other side of
this page).

SEISMIC SENSOR:
Seismic geophone sensor on 30 feet of coax cable can be
used to count personnel on trails or vehicles on roads.
Seismic vehicle counters are best suited for counting low
volume roads, where portability , ease of installation  and
concealment  are of prime importance. Our seismic geo-
phone is sensitive enough that mats or bars in the trail or
road are not needed to enhance the signal.

Accessories are available to attach sensors
to culverts and cattle guards (see other
side for more information).


